


The Brute™ Series Waist-High Turnstiles

Bolt Down • Interior and Exterior Application
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Electrical Specifications:
Command module input 110-240
VAC (2 amp-1 amp) 50-60 Hz;
control voltage 24 VDC.
All electrical components are
ULrecognized and CSA certified.

Standards and Codes:
Austenitic stainless steel:
ASTMA240,A249,A276
Hot rolled steel:
AISI C-1 020, AISI C-1018
Hot dipped galvanizing:
ASTM A-143, ASTM A-153-80
Stainless steel fasteners:
ASTM A-320
American Welding Society (AWS)
Standard D 1.1

Options:
• Electronic lock modules include heavy-duty

24 vdc pull-type industrial solenoids
• Available in each separate direction:

fail-safe (open on power failure) or fail-lock
(lock on power failure) modes

• Interfacing to card readers, computer
attendance systems, push buttons and wireless
remote controls

• Electronic 8 digit resetable counter with LCD
display and 7-year lithium battery

• Alternate power supplies for international
applications

• Additional options available on request

Controller &
Access Control Operation:
• Self-centering control head with adjustable

hydraulic shock suppression
• Hardened tool steel locking bars, cam and

roller assembl ies
• Permanently lubricated bearings
• All units are available in clockwise,

counter-clockwise or bi-directional passage
• Keylock Feature - Control direction of travel

manually by key (to lock/unlock), or may be
used to override electronic controls

Our matching ADA gate (BR5000-ADA) is
available for the Brute Series.

A key override option is also available to give you the
ability to unlock your turnstile with a simple turn of a key.

Electronic control heads can also be configured fail
lock (secure), fail open (safe) or any combination of the
two for no additional charge.

Factory configurations include:
• Manual two way
• Manual one way, no passage in opposite direction
• Electronically controlled one direction, free passage

in opposite direction.
• Electronically controlled one direction, no passage

in opposite direction.
• Electronically controlled two directions

The 6500 Series Control Head
Every turnstile we build operates with our durable 6500
series control head. This flexible, easy to service modular
control system allows for our units to be configured to
meet your unique security needs.

Measurements:
• Height: 37 II (940mm)
• Width: 20

11

(692mm)
• Depth: 8

11

(203mm)
• Arm Length: 15 11 (381 mm)

Applications:
This series is made for years of reliable service in high traffic I volume environments like
stadiums, convention centers, amusement parks, landmarks and military bases.

Product Features:
Materials & Finishes:
• Lid: Our signature 304 stainless steel /

No.4 satin finish
• Cabinet: Your choice of designer electrostatic

powder coat colors to match any decor. Black
is standard.

Design &Construction:
• Designed for secure & rei iable operation

with asthetics in mind
• Cabinet inner and outer shells are constructed

with rigid (7 gauge) carbon steel
• Cover is constructed with (14 gauge) 304

stainless steel, NO.4 satin finish
• Arms assembly constructed with 1 5/16 II (33mm)

diameter, (12 gauge) stainless steel
• Hub 4 1/2 II (114mm) o.d. also made

from stainless
• Minimal exposed hardware

Warranty:
Units are warranted against defects
in materials and workmanship for a
period of one year from date of

Have an older style Brute cabinet that you need delivery. See warranty information
to match? Just ask! for specific details.
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